20041121.ba v03_n730.bam.20041121

>From ???@??? Sun Nov 21 20:11:29 2004 -0600
Date: Sun, 21 Nov 2004 20:08:31 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3730
Message-Id: <20041122020902.B15D42157A7@srvr1.theporch.com>

			    BOATANCHORS Digest 3730

Topics covered in this issue include:

  1) Re: Bama/DjVu continued
	by "k4pf@juno.com" <k4pf@juno.com>
  2) Re: Bama/DjVu continued
	by Edward Knobloch <k4pf@juno.com>
  3) Re: Bama/DjVu continued
	by Ron Hershey <rhershey@kalama.com>
  4) Re: Bama/DjVu continued
	by WA5CAB@cs.com
  5) ADMINISTRIVIA: Changing Email Addresses
	by listown@nanniandjack.com (Mail List Owner)
  6) Re: Bama/DjVu continued
	by "Arden Allen" <gumbear@pacbell.net>
  7) Gates BC XMTr Gain Set for Sale
	by Kim Herron <kherron@voyager.net>
  8) Gonset IF
	by "b. smith" <smithab11@comcast.net>
  9) Re: Gonset IF
	by "Al Parker" <anchor@ec.rr.com>
 10) Seacoast Surplus?
	by W7QHO@aol.com
 11) Gonset IF
	by "b. smith" <smithab11@comcast.net>
 12) EF Johnson VFO Mod Instructions?
	by Niel and Beth Wiegand <nielwiegand@aggienetwork.com>
 13) Re: EF Johnson VFO Mod Instructions?
	by Garey Barrell <k4oah@mindspring.com>
 14) Re: EF Johnson VFO Mod Instructions?
	by "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>
 15) Re: EF Johnson VFO Mod Instructions?
	by "Tom Rauch" <w8ji@contesting.com>
 16) FS: 3995 KC Coil/Crystal Set for AMA (Navy BC-721)
	by WA5CAB@cs.com
 17) ADMINISTRIVIA: Over Quoting
	by listown@nanniandjack.com (Mail List Owner)
 18) Teletype equipment
	by "Edward J White" <wa3bzt@verizon.net>
 19) FS: Wireless set no. 19 spare valves
	by Avery Comarow <acomarow@usnews.com>

----------------------------------------------------------------------
Mime-Version: 1.0
From: "k4pf@juno.com" <k4pf@juno.com>
Date: Wed, 17 Nov 2004 05:16:19 GMT
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Subject: Re: Bama/DjVu continued
Content-Type: text/plain
Message-Id: <20041116.211654.21169.19440@webmail02.lax.untd.com>




-- Ralph Parker <rparker@dccnet.com> wrote:
<snip>
The real problem is, I can't read the .DJVU files.
I used to be able to do this with an old version of Netscape, but the
images were too small, and pretty much useless.
<snip>

Ralph,
The stand-alone version of DeJaVu for Windows, 
called DeJaVu Solo, is available from
www.tuberadio.it/utils
Look for the program named DVS31.exe

73,
Ed Knobloch

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Wed, 17 Nov 2004 00:26:28 -0500
Subject: Re: Bama/DjVu continued
Message-ID: <20041117.002629.644.5.k4pf@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: Edward Knobloch <k4pf@juno.com>


Corrected address for the DeJaVu Solo program DVS31.exe:
www.tuberadio.it/utils.htm   

73,
Ed

------------------------------
Message-Id: <6.1.2.0.1.20041116212718.01a880f0@scattercreek.com>
Date: Tue, 16 Nov 2004 21:32:52 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ron Hershey <rhershey@kalama.com>
Subject: Re: Bama/DjVu continued
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 09:16 PM 11/16/2004, k4pf@juno.com wrote:



>-- Ralph Parker <rparker@dccnet.com> wrote:
><snip>
>The real problem is, I can't read the .DJVU files.
>I used to be able to do this with an old version of Netscape, but the
>images were too small, and pretty much useless.
><snip>
>
>Ralph,
>The stand-alone version of DeJaVu for Windows,
>called DeJaVu Solo, is available from
>www.tuberadio.it/utils
>Look for the program named DVS31.exe
>
>73,
>Ed Knobloch

I used to run the standalone version but I ran into some newer djvu files 
that it couldn't read properly. It's a pretty old version and is no longer 
supported. If you can get the browser plugin to work it is much more up to 
date (supports Windows XP, etc.) Otherwise the standalone works fine for 
most files.

regards,
Ron Hershey

------------------------------
From: WA5CAB@cs.com
Message-ID: <1d9.2fed1ef9.2ecc3f34@cs.com>
Date: Wed, 17 Nov 2004 00:44:20 EST
Subject: Re: Bama/DjVu continued
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_1d9.2fed1ef9.2ecc3f34_boundary"

--part1_1d9.2fed1ef9.2ecc3f34_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Could you folks please take this discussion elswhere?  It started off with a 
... no, I won't say what... deal and degenerated into a discussion of 
operating systems all derived from Windows 95.  There's a list over on QTH.NET called 
Ham-Computers where it might be tolerated.  Although defending W-98 and 
lambasting W-XP will probably just get you laughed at since the main difference 
between those two and ME and W-95 is about 3 years each.  FWIW, I use NT5 and 
either IE-6 or Mozilla, depending on where I'm going.

Boatanchor content follows:

Anyone have any 1-1/2" dia. right-angle brass connector bodies like those 
used on the PL-149, PL-150 or PL-279 (latter fits BC-1306 and RT-77/GRC-9)?  I 
need a few to build PL-150's out of for the BC-223-A and -AX.  Fair doesn't have 
enough of the -149's to spare as parts donors.

I'm also looking for almost anything except RT-12/TRC-2 (have one) that has 
"/TRC-2" as a suffix.  Plus a PE-162-A (only -A.  I have an MWO'd -B and a -C, 
and the PE-162 was a different beast).

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
<wa5cab@cs.com> (Primary email)
<wa5cab@houston.rr.com> (Backup email)

--part1_1d9.2fed1ef9.2ecc3f34_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_1d9.2fed1ef9.2ecc3f34_boundary--

------------------------------
Message-Id: <200411171915.iAHJF0G4011087@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Changing Email Addresses
Date: Wed, 17 Nov 2004 11:15:00 -0800 (PST)

Gang-

This periodic post is intended to help subscribers whose  email
address has changed, preventing posting or receipt of the list.

If you change ISP (InterNet Service Provider), simply send me an
email advising the change, and I will do my best to implement the
change quickly.

For those unfortunates, whose ISP has made a change without advising
their customers of the potential impact of that change on
subscribers to email lists like the boatanchors, where one must
be a subscriber to post to the list, try to follow along...

Under some circumstances, the changes to your email address are
"transparent" to you, but prevent posting. I get error notification
for these kinds of problems, and I try to work them out. However,
I may miss one, and on this end, the process is anything BUT
automatic.

You have a bigger stick than I do. You and your ISP have the primary
responsibility to repair the problems caused by the change at the
ISP. I have zero leverage with your ISP, and you have great leverage.

Most ISP maintain a customer service department to help with problems
like these. This should be your first line of support for email
problems. I am happy to assist and consult, but try to understand
that when your ISP makes a change to their email handler, and that
change prevents you from posting to the boatanchors list, I can help,
but resolving this problem is your responsibility, working with your
ISP. I am but a volunteer, contributing my time to administer the list.

Thank you for your attention.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Wed Nov 17 11:15:00 PST 2004

------------------------------
Message-ID: <003501c4ccdb$1f304de0$94e47443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Bama/DjVu continued
Date: Wed, 17 Nov 2004 10:26:41 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

My suggestion for all you Windoze Paranoics is to use your gigantic hard
drives to run your favorite OS on one partition and a WinOS on another
partition.  Just use Win for those things that don't know anything about
other OS's.  Over time you won't eat up much space in your Win partition.
Or install a slave drive, they're cheap enough.  Watch what pages you visit
and STOP complaining....

Arden Allen
KB6NAX

------------------------------
Message-Id: <5.2.0.9.2.20041118115851.00c34e80@mail.voyager.net>
Date: Thu, 18 Nov 2004 12:03:45 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Kim Herron <kherron@voyager.net>
Subject: Gates BC XMTr Gain Set for Sale
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hi Gang!!

       I have a Gates Gain Set for sale.  It's what the broadcasters used 
to measure and set the
drive to an AM xmtr so that they were in compliance.  It allows you to 
measure the amount of audio drive to the
modulator.  It's designed to work with a 600 ohm input and has 3 pads that 
plug in with it.  Also has a calibrated
VU meter and adjustable pad for making fine adjustment.  I'd say it's more 
a collectors item than anything else,
but since the thing looks almost new, I figured that I'd see if anybody 
wanted the thing.  $25.00 plus shipping.
It's worth that just for the pads, and the meter, knobs, etc.

Thanks!!

Kim Herron  W8ZV
1-616-677-3706
Outgoing mail scanned for virus and worms
with McAfee Virus Scan 

------------------------------
Message-ID: <000501c4cd9c$b6411f90$94f02144@Denroom>
From: "b. smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Gonset IF
Date: Thu, 18 Nov 2004 13:30:39 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Last summer while attending a East Coast hamfest I saw several Gonset pieces 
all grouped together.
The seller told me that one of the pieces was an IF strip/box made by Gonset 
to use with their converters  in case you did not have an automobile 
broadcast receiver installed in your vehicle. I did not make the purchase 
but-

My question is: Did this IF box or strip  exist?  I can not find it 
mentioned  in any Gonset ads.


Breck  k4che Dover, Delaware
Annt nutten in Dover except
Chickens, a NASCAR track,
and hams that can't solder. 

------------------------------
Message-ID: <044401c4cda6$750789b0$5901a8c0@w8ut>
From: "Al Parker" <anchor@ec.rr.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Gonset IF
Date: Thu, 18 Nov 2004 14:40:27 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Breck,
    Yes, IIRC they called it a "SuperCeiver".  It was a fixed tuned AM
bcst rcvr with 12vdc input pwr.  Freq. was 1540? or 1240?, or whatever it
was for the Super Six or Super 12 converter.  A high school friend of mine
had one in his car, a very nice setup, especially compared to my Super
Six/12 running nto the car radio.  10m AM mobile in 1958-9 was the thing,
open band during the days, lotsa groundwave at nite.
73,
Al, W8UT
New Bern, NC
BoatAnchors appreciated here
http://www.thecompendium.net/radio/
http://www.hammarlund.info

----- Original Message ----- 
From: "b. smith" <smithab11@comcast.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Thursday, November 18, 2004 1:30 PM
Subject: Gonset IF


> Last summer while attending a East Coast hamfest I saw several Gonset
pieces
> all grouped together.
> The seller told me that one of the pieces was an IF strip/box made by
Gonset
> to use with their converters  in case you did not have an automobile
> broadcast receiver installed in your vehicle. I did not make the
purchase
> but-
>
> My question is: Did this IF box or strip  exist?  I can not find it
> mentioned  in any Gonset ads.
>
>
> Breck  k4che Dover, Delaware
> Annt nutten in Dover except
> Chickens, a NASCAR track,
> and hams that can't solder.
>
>

------------------------------
From: W7QHO@aol.com
Message-ID: <c4.1ab21978.2ece623c@aol.com>
Date: Thu, 18 Nov 2004 15:38:20 EST
Subject: Seacoast Surplus?
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_c4.1ab21978.2ece623c_boundary"

--part1_c4.1ab21978.2ece623c_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

All.

Anyone know anything about a place called Seacoast Surplus?   Put some stuff 
up on eBay a couple of years ago.   No longer on the Bay, however, and their 
old e-mail address (SeacoastSurplus@worldnet.att.net) doesn't work either.   

Dennis D. W7QHO
Glendale, CA

--part1_c4.1ab21978.2ece623c_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_c4.1ab21978.2ece623c_boundary--

------------------------------
Message-ID: <001101c4cdc6$9299fb00$94f02144@Denroom>
From: "b. smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Gonset IF
Date: Thu, 18 Nov 2004 18:30:18 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Many thanks to all that responded to my question on the Gonset IF strip. 
Joe, K9OCO was the first to give me some really good info on the Gonset IF 
strip and many others followed.  Joe's info  is listed below.

"Indeed, Gonset did make such an IF strip.  It was the Model 3041 component 
of their "Super-Ceiver" setup.  An ad for it may be found on page 83 of 
August 1953 QST.  It was crystal controlled to the converter's output 
frequency, say 1430 kHz, and had its own IF frequency at 262 kHz.  It 
included a BFO and sold for $119.50."

73
Breck K4CHE
http://mywebpages.comcast.net/smithab11/



------------------------------
Message-ID: <419E142A.33A2692F@aggienetwork.com>
Date: Fri, 19 Nov 2004 09:41:30 -0600
From: Niel and Beth Wiegand <nielwiegand@aggienetwork.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: EF Johnson VFO Mod Instructions?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Can someone point me to the specifics of the changing the OA2 series
dropping resistor in the Ranger/navigator/Valiant VFO to 22K, 10 watt
and mounting this resistor outside the VFO to get rid of the heat. Was
this covered in ER? If so, when?

There are probably some tricks to doing this that I'd rather not
reinvent.

tnx es 73,
Niel - W0VLZ

------------------------------
Message-ID: <419E569E.6010908@mindspring.com>
Date: Fri, 19 Nov 2004 15:25:02 -0500
From: Garey Barrell <k4oah@mindspring.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: EF Johnson VFO Mod Instructions?
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Niel -

There just happens to be a mention of this very subject in this 
(November) months ER in "The Restoration Corner".

One way is to go into the left side (looking from the front) of the VFO 
housing by removing the side panel.  This is OK if you have the version 
without the little "porch" chassis behind the Function switch, AND if 
the PTT relay mod has not been done. 

The other way is to remove the front panel entirely, which makes it 
eas(y)ier to get into the VFO.   The only caveat with the front panel 
method is to remove the VFO vernier  -WITH-  the front panel rather than 
removing the panel and letting the vernier "hang out" on the front of 
the VFO.  The vernier is solid brass, and fairly heavy, even if you 
don't accidentally bump it.  It's supported only by the front panel and 
a phenolic flexible coupler.  This coupler is not only fragile, it's 
also made of unobtainium, primarily since one side accepts a 1/4" 
diameter shaft and the other side accepts a 3/16" shaft.   Johnson knew 
this, and thoughtfully provided a hole in the main chassis to allow you 
to reach through from underneath with a long screwdriver and loosen the 
setscrew on the coupler, allowing you take the vernier drive off with 
the front panel!   (THAT's what that hole is for!!!)

The author also recommended leaving the new resistor INSIDE the VFO 
compartment.  I agree, (for what that's worth,) in that it helps the VFO 
compartment reach "operating temperature" quicker.  The entire 
transmitter runs pretty hot, and with that resistor outside the VFO the 
heat has to permeate the VFO enclosure only from the outside, giving a 
long, slow warmup.

The original resistor was 18K, which regulating to 150VDC from the 300V 
B+ results in a maximum regulator current of 11 mA and about 2.25W 
dissipated in the resistor itself.  The minimum regulator current is 5 
mA.  Since the VFO tube is "in parallel" with the VR tube DC wise, 
assuming the VFO screen draws approximately 3-5 mA there is enough 
headroom for regulation, even if the B+ drops due to line voltage 
changes, etc.

With a 22k resistor, the maximum regulator current is a little less than 
7 mA and a little over 1W dissipated in the resistor.  In this case, if 
you add the VFO current the 0A2 no longer has it's minimum 5 mA and 
ceases to regulate, allowing the VFO to follow whatever changes occur in 
the B+.

A reasonable replacement resistor is an 18k at 7W. 

73, Garey - K4OAH
Atlanta


Niel and Beth Wiegand wrote:

>Can someone point me to the specifics of the changing the OA2 series
>dropping resistor in the Ranger/navigator/Valiant VFO to 22K, 10 watt
>and mounting this resistor outside the VFO to get rid of the heat. Was
>this covered in ER? If so, when?
>
>There are probably some tricks to doing this that I'd rather not
>reinvent.
>
>tnx es 73,
>Niel - W0VLZ
>
>
>  
>

------------------------------
Message-ID: <20041119220212.78848.qmail@web54603.mail.yahoo.com>
Date: Fri, 19 Nov 2004 14:02:12 -0800 (PST)
From: "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>
Subject: Re: EF Johnson VFO Mod Instructions?
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii

Niel,

You have encountered a long running situation that has
been described in many ways.  My favorite was by Al,
N5AIT, one of the founders of the Classic Exchange
"CX", who reported to this august reflector several
years ago:  " Took it out of the case ... and found it
wearing the electronic equivalent of a chastity belt. 
How on earth do I get inside...?"
 
There was a recent ER article (ER #186, Nov. 2004, Pg
34) suggesting that removing the front panel was
easier than entering the VFO compartment from the side
to address the resistor problem.  I beg to differ!

I have replaced the notorious resister in question
(R3) in my Ranger I without removing the front panel
or the entire VFO case.  What, you say, how can that
be?

My Ranger has the PTT relay and the keying mod on the
little chassis so it has all the mechanical
challenges.  However, with enough patience, needle
nose pliers, socket driver, long screwdriver twisting
and perhaps a cold long neck 807 waiting as a reward,
it can be done by just removing the LEFT side panel of
the VFO compartment.  This approach was suggested by
John, K5MO, several years ago and it really works.  

Just remove the six screws holding the left (viewing
the Ranger from the front) side plate of the VFO box. 
You do not need to  remove any screws from the top. 
Flip the Ranger over and remove the two nuts holding
that side of the VFO box down.  Tricky parts: getting
a very long bladed screwdriver through the edebris of
the keyer and OPERATE switch to get to the lowest
screw on the right side and getting the long nose
pliers through the crystal socket area to get the nut
near it.  After replacing the resistor, reinstalling
the side plate is much easier (or at least it seemed
that way).

I chose to put the replacement resistor under the
chassis and just solder a jumper across the defective
one in the VFO box - easier than removing and rewiring
in the box. Some folks advocate replacing the resistor
in the VFO box to add heat and thereby contribute to
the stability of the VFO.  I have not seen a
significant difference.  Also, some folks advocate
replacing the OA2 with a Zener diode.  I think that
depends upon your feelings toward hollow state vs.
solid state.  I still have the OA2.

Good luck and be sure to have your Ranger on the air
for the next CX, the Sunday after the Super Bowl.  A
number of its relatives from the Johnson family will
be there.

73
Mac
WQ8U

--- Niel and Beth Wiegand
<nielwiegand@aggienetwork.com> wrote:

> Can someone point me to the specifics of the
> changing the OA2 series
> dropping resistor in the Ranger/navigator/Valiant
> VFO to 22K, 10 watt
> and mounting this resistor outside the VFO to get
> rid of the heat. Was
> this covered in ER? If so, when?
> 
> There are probably some tricks to doing this that
> I'd rather not
> reinvent.
> 
> tnx es 73,
> Niel - W0VLZ
> 
> 

------------------------------
Message-ID: <002301c4ce8b$e76a5ce0$6501a8c0@akorn.net>
From: "Tom Rauch" <w8ji@contesting.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: EF Johnson VFO Mod Instructions?
Date: Fri, 19 Nov 2004 18:02:54 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> I have replaced the notorious resister in question
> (R3) in my Ranger I without removing the front panel
> or the entire VFO case.

I second that. I never remove the front panel to get in,
ever. I never read any magazines, so I never even thought
about doing that.

I have taken the top off one on occasion to replace bad caps
and stuff, but most everything is workable through the side.


------------------------------
From: WA5CAB@cs.com
Message-ID: <1a9.2ba5f32a.2ed21291@cs.com>
Date: Sun, 21 Nov 2004 10:47:29 EST
Subject: FS: 3995 KC Coil/Crystal Set for AMA (Navy BC-721)
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_1a9.2ba5f32a.2ed21291_boundary"

--part1_1a9.2ba5f32a.2ed21291_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Group,

Have several NOSB single channel coil/crystal sets for 3995 KC in the green 
Galvin boxes.  Box is marked for the AMA (Navy/MC version of the SCR-585/BC-721 
glider variant of the BC-611) and 3995 KC is handwritten on side of box.  
Components inside (XMTR and RCVR crystals, Tank and Antenna coils), however, have 
standard Signal Corps markings.  $23.85 shipped CONUS.

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
<wa5cab@cs.com> (Primary email)
<wa5cab@houston.rr.com> (Backup email)

--part1_1a9.2ba5f32a.2ed21291_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_1a9.2ba5f32a.2ed21291_boundary--

------------------------------
Message-Id: <200411211915.iALJF0fn002454@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Over Quoting
Date: Sun, 21 Nov 2004 11:15:00 -0800 (PST)

Gang-

Apparently the gentle nudge and suggestion approach to the issue of
improving the quality of posts to the BoatAnchors list, and maintaining
our excellent (and high) signal to noise ratio is falling on DEAF EYES!

     PLEASE READ THIS AND SAVE IT BECAUSE IT IS IMPORTANT!!!

The list culture is to include only those portions of a prior post
that are required to maintain the context of your comments. We have
always tried to reduce the amount of "chaff" on the list, and this
is one good way.

In private mail between you, a subscriber, and me, as list manager,
I really don't care one way or the other, but when posting to the list,
there are at least two issues of concern:

1) the increased bandwidth from including extra text.
   With the trial subscriptions and full members, the number of copies
   of each post mailed out change the impact of each extra word so that
   each single character becomes 1,000 characters of mail!

2) by not editing out included text, it sends a not at all subtle
   message to the list, that the poster considers his/her own time
   required to merely swipe his mouse across the text and tap the delete
   key, to be more valuable than the collective time and energy of the
   600-700 readers on the list... not exactly a "positive" message! ;^)

This isn't rocket science... you place the pointer at the top of the
message you are including *parts* of, and click-drag to where you need
to include, and then hit the backspace or delete key... painless,
easy, quick, and very helpful to the list.

PLEASE begin to pay attention to this... those who consistently can not be
bothered to be considerate of the list will forfeit posting privileges
and risk not being invited back for membership.

Treat the list as a symposium. In such an environment, with 600 others
attending who have paid to be there, it is unlikely you would repeat
someone else's portion of a conversation in its entirety as part of
your own remarks... it would become very tedious, very quickly, if you
did... especially if you repeated even the closing signature block of
the previous message.

Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - -
 listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Sun Nov 21 11:15:00 PST 2004

------------------------------
Message-ID: <007901c4d005$369e1480$6401a8c0@wa3bzt>
From: "Edward J White" <wa3bzt@verizon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Teletype equipment
Date: Sun, 21 Nov 2004 15:03:47 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Hi Gang:
I have a AN/UGC-40 in great shape I used it before computers did the job.
Any interest?
Make me a reasonable offer!

Also have some teletype manuals by Teletype and Bell systems. I will list if 
there are any interest?

Ed
WA3BZT 

------------------------------
Message-Id: <6.2.0.14.2.20041121205654.025cefc0@ntpop.usnews.com>
Date: Sun, 21 Nov 2004 21:07:57 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: FS: Wireless set no. 19 spare valves
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

I happened into one of these spare sets today--metal case with 15 spare 
tubes for the Wireless Set No. 19 plugged into a chassis. Very unique, at 
least to a non-Wireless 19 collector. It's got all 15 tubes (which look 
new), canvas carrying strap, diagram on the inside of the cover showing the 
placement of the tubes, and cloth sleeves for four of the tubes to prevent 
damage if the box is jolted. There's a patch of superficial rust on the 
lower right corner of the left side and a light line of rust around the 
bottom lip of the case. Otherwise looks to be in very nice condition.

Email me off the list if interested.

Avery W3AVE
Potomac, Md.


------------------------------
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